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Functional Block Diagram
Figure 1. SYKG1042E/Q5 Block Diagram
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Table 1. Pin Description for SYKG1042E (24-VFPQFN) & SYKG1042Q5 (24-LGA) (Sheet 2 of 2)

Pin NO. Pin Name Type Description
Voltage for OTP programming, 1.8V+10%. For Read operation, this pin can
be connected to VDDD if VDDD is lower than 2.5V. This pin must be tied to
9 VDD_OTP Power ground or floating if the VDDD is greater than 2.5V. It is recommended to
connect VDD_OTP to ground or leave VDD_OTP floating, no matter what
level VDDD is.
10 CK_0OUTO0_C Output Complementary Output ClockO.
11 CK_OUTO_T Output Output ClockO.
12 VDD_OUTO0 Power Power supply for Output ClockO.
13 CK_OUT1 C Output Complementary Output Clock.
14 CK_OUTL_T Output Output Clockl.
15 VDD_OUT1 Power Power supply for Output Clock.
16 CK_OUT2 C Output Complementary Output Clock2.
17 CK_OUT2_T Output Output Clock2.
18 VDD_OUT2 Power Power supply for Output Clock2.
19 CK_OUT3. T Output Output Clock3.
20 CK_OUT3 C Output Complementary Output Clock3.
21 VDD_OUT3 Power Power supply for Output Clock3.
22 VDDA Power Analog power. Connect to the same voltage as Vbbb with suitable filtering.
%T)Il?t (E)?rr]].figuration model selection and LVCMOS clock output. Tri-state logic
At power-up, the state of this pin is latched to select the functionality of several
23 REFO_CTRL_MODE | Strapping Pin | hargware pins. After power-up, this pin acts as one LVCMOS reference output
with the output frequency same as input reference or scale down to 1/64 at most.
o4 VDD_REF Power i’%v\v/erzsg;\)/pg] go?:?FJ{\I;F outputs and the internal XOUT. Nominal voltages ar e
25 EPAD GND Connect to ground.
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2 Mechanical Package Data
Figure 3. 24-VFQFPN Package Outline (4.0mm x 4.0mm x 0.75mm, 0.5mm Pitch)
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Figure 4. 24-LGA Package Outline (4.0mm x 4.0mm x 1.10mm, 0.5mm Pitch)
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TOP VIEW
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3 Ordering Information
Part Number Package Temperature Crystal Packing
SYKG1042E-XX i ) : Tra
ﬁnn;T )|i4m|mlxz%ggmm' 0.5 pitch 24-VFQFPN; -40 ~ +85°C External y
SYKG1042E-XX-T evel-1- Tape & Reel
SYKG1042Q5-XX i LGA: Tra
Q ﬁﬂmnlj x 4m|m2x21.10mm, 0.5 pitch 24-LGA; 40 - +85°C SoMHz Internal y
SYKG1042Q5-XX-T | MSL Level-2-260C Tape & Reel

This document is a brief product specification sheet that outlines only the basic features. For detailed electrical
specifications, please contact https://www.yxc.hk/ to request the complete version of the specification sheet.
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