= = =2 YSN8563
Realtime Clock Module ( I2C-BUS)

S 8563 YSN8563S (SOP-8)  YSN8563TS (TSSOP-8)

Crystal 32.768KHZ  (Recommended useYST310S/YSX2012SK)

Lowcurrent consumption:0.9uA(Typ.) o Ml
. .. [
Communicationinterface: 12C-bus | H N N
Alarm, Timerand Interruption _“1(:
Oscillat - RTC C Regist
External 32K Crystal — - -

Integrated oscillator capacitors @ @ @
Power supply voltage: 1.2V ~ 5.5V <

Leap yearsautocorrection @ @ @

e Operation temperature range: -40 ~ +85
Package: 4.9*%6.0 *1.6mm(SOP8)
Package: 3.0 * 4.9 * 1.1mm (TSSOP8)

e ROHS2.0 & REACH Compliant
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1.XIN 8.vDD
1.XIN |: :l 8.vDD
2.Xout TCLKOUT , our [ ¢ ] 7.cLkouT
3ANT [ ] escL
3JINT 6.5CL g T oaon
4GND 5.5DA
YSN8563S (SOP-8) YSN8563TS (TSSOP-8)
Specifications (Characteristics)
Parameter Symbol Unit Remarks
rmal mode)

Power Supply Voltage (No
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